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EMERGENCY TELEPHONE 3122 3919000
PRODUCT CLASS Modified ‘polyester MANUFACTURERS CODE IDENTIFICATION

TRADENAME  Super DeSothane 820 - 732

Section Il — HAZARDOUS INGREDIENTS

’ TWw APCR
IMGREDIENT PERCENT ' LEL PRVESPSOURE

PP mg/ M3

820°C, mm

Butyl Acetate' ' 10 150 710 1.7 8
[Ethyl Acetate 30 400 1400 2.5 71,2
Methyl Isobutyl Ketone - Skin 10 100 410 1.4 15
IAmorphous Silica 30 -20 mppef - NA NA
Talc : <5 -20 mppecf - NA NA
L ER Eﬁ AATION
SAMATION 15 CONFIDENTIAL AND

CRURTY OF DegOTO, INC T IS
CIRCLOSEDR  OMLY TOR THE PURPOSES
REQUIRIED &Y LAW. MO OTHER USE OR
DISCLOSUKE 153 AUTHORIZED.

NA = Noy Appligable
Section [l — PHYSICAL DATA ]
soILING RANGE  171-260° F VAPOR DENSITY AHEA\AEH, E:]ugmen,mmua
77-126° C
EVAPORATION RATE FASTER -SLOWER THAN ETHER PERCENTVOLATILE ¢ o WEIGHTPER o o 1) o
Sectlon IV — FIRE AND EXPLOSION HAZARD DATA
O 1

DOT CATEQORY Red Label-Flammabel Liquid FLASH POINT 20 g (Closed cup) LeL See I

OSHA -Flammable-Class 1B ) ’

exTINGUISHING MEDiA  USe National Firs Prctaction Assocliation Class B extingulsners
(Carbon dioxide, drv chemical or foam)

UNUSUAL FIRE AND EXPLOSION HAZARDS Xeep containers tightly closed. Isolate from heat,
electrical scuizment, sparks and cven Ilame, Closed cocntaliners may exslods
when exgosed :o extreme neat. D¢ not apply to hot suriaces.

SPECIAL FIRE FIONTING Pa0cEouAREs  WAEED SDray Ray se ineffeactiva,., Watary may Lbe used oo ccol
clcsed conzainers o pravenkt oressurs dulld-up and zscossible auto ignition or
explosicn when exposed to extrame n2at. I1f water 1s used Zcg nozzles aze

- .
preZarahle,
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Section V — HEALTH HAZARD DATA T

THRESHOLO LIMITvALue  See II (Not Established for Product)
EFFECTSOF Overexposure 1Nhalation: Anesthetic,

Oor acute nervous system depression characte
staggering gait, confusion, unconsciousness

Irritation of the respiratory tract
rized by headache, dizziness,

Skin or Eve Contact: Primary Irritation.

EMERQGENCY ANO FIAST AID PROCEDURES Inhalation: Remove from exposure. Restore breathing.
Keep warm and quiet. Notify a physician. Skin Contact : Wash affected

areas with water. Remove contaminated clothing. Consult a physician.

Eye Contact: Flush with water for 15 minutes. Consult a physician.

Or coma. Others as noted in Sec. IX,.

Section VI — REACTIVITY DATA

staBiuty [} unsTasLe STABLE CONDITIONS TO AVOID
INCOMPATABILITY (Materials to avord)

HAZARDOUS DECOMPOSITION PRODUCTS

Products of combustion are hazardous.

HAZARDOUS POLYMERIZATION (] mavoccur [Z] WILL NOT OCCUR
CONDITIONS TO AVOID

14

Section VIl — SPILL OR LEAK PROCEDURES

STEPSTOBETAKENINCASEMATERIAL!SRELEASEDORSPILLED Remove all sources Of ignition. AVOid
oreathing vapors. Ventilate area. Remove with inert absorbent and non-

sparking tools.
WASTEDISPOSALMETHOD  pjgpose in accordance with local, state and federal regulations.

Incinerate in approved facility. Do not incinerate closed ¢ontainers.,

Section VIll — SPECIAL PROTECTION INFORMATION

RESPIRATORY PAOTECTION
respirator.
(n restricted ventilation areas use NIOSH approved chemical-riechanical filters.

‘n confined areas use NIOSH approved air line type respirators or hoods.

venTiLation  Where employees may be exposed, provide general dilution or local
:xhaust ventilation in volume and pattern to keep TLV of hazardous ingredients
-n Section II below recommended (ACGIH) or regulated (OSHA) limit. Where
:mployees will not be exposed, keep LEL in Section II below 25% of limit.
PROTECTIVEGLOVES _ Recommended; X, _Required

everrotection  Use safety eyeware designed to protect against splash of liquids.
OTHER PROTECTIVE EOUIPMENT DPrevent prolonged skin contact with contaminated clothing,

Section IX — SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING  [LO noOt store above 120°F. Store large gquantities
n buildings designed and protected for storage of flammable liquids.

oThERPRECAUTIONs DO not take internally. Containers should be grounded when_pour—
ng., Avoid free fall of liguid in excess of a few inches. Do rot sand, flame
ut, braze or weld without NIOSH approved respirator or appropriate ventilation.
Jbserve container precautionary label warnings. ’

s
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In outdoor or open areas use NIOSH approved mechanical filter T



